49 yypromaTIC

HE8/HE12/HE20/HE25/
HE30/HE35/HE50

High Head Filtered Effluent Pumps

HYDROMATIC® HIGH HEAD FILTERED EFFLUENT PUMPS ARE DESIGNED
SPECIFICALLY FOR HIGH PRESSURE APPLICATIONS.

These high performance, high head pumps are proven to be cost
effective solutions for pumping filtered effluent from processed

wastewater systems.

Product Features Include:

* High pressure capacity. sp ®

* Corrosion resistant design for long life.

* UL and CSA listed.

* Dependable field proven motor. C us

— Stainless steel construction
— Built-in overload and eleciric surge protection
— Replaceable 10" jacketed power cord
— Hermetically sealed windings
— Continuous duty rating
Frequent cycling capabilities.
- 1/2 and 3/4 HP - 300 starts/24 hours
- 1and 1-1/2 HP - 100 starts/24 hours
* Powerful, yet lightweight.
* Easy handling and installation.
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HE8/HE12/HE20/HE25/HE30/HE35/HE50 - High Head Filtered Effluent Pumps

Pump Selection Guide
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Performance Curves
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HE8/HE12/HE20/HE25/HE30/HE35/HE50 - High Head Filtered Effluent Pumps

Details

Pump Characteristics Dimensional Data
Pymp/Motor Unit High Head Filtered Etfluent Pymp
Copacities To 71 GPM
Heads To 430 Feet
Max. Spherical Solids 1/16" Digmeter
Liquids Hondling Filtered Effluent
Max Liguid Temp. 122° F
Motor Electrical Data 1/2 HP, 115 volts. 1 ph.
60 Hz/ 3450 RPM 1/2-1-1/2 HP, 230 volts. 1 ph.

60 Hz, 3450 RPM
Motor Rating Continuous Duty \
Max. Motor 300 (1/2 HP)
Starts /24 Hours 100 (1 ond 1-1/2 HP)
Third Party Listings CSA A =t
Specific Gravity 9-11
Viscosity 28 - 35 55U _
Discharge. NPT 1-1/4" (8, 12, 20, & 30 GPM) M
2" (25 and 35 GPM)
Shell 300 Series SST C
Shaft and Coupling 300 Series S5T
Suction Bowl
8,12, 20 GPM Chemically Resistant Reinforced Nylon
25, 33, 50 GPM 300 Series SST
3 r

Materials of Construction
Discharge Bowl MODEL A B € D E M __ DISCHARGE|
8,12, 20 GPM Corrosion Resistant HES-51 2-1/4" 91/ 12" 143/4" 10-3/4" 19-1/7 1-1/4"

e - R A
25, 35, 50 GPM 300 Series SST HES-12 29-3/4"  11-3/4" 14-1/8" 18" 2%-1/8" 2" 1-1/4"
Staging HE12-51 B1/4" 91/ 12 133/4" 19340 20" 1-1/4"
8, 12, 20 GPM Premier Teflon Reinforced Polyester HE12-52 23-1/4" 91/ 12" 13-3/4"  19-3/47 20" 1-1/4"
25, 35, 50 GPM Reinforced Polycarbonate HE12-72 26-1/4" 10-1/27" 13" 15-3/4" 12:3/4" 1-1/7 1-1/4"
il Gt Vel P Teln R AR TR TR AT ST
8, 12, 20 GMP Reinforced Polyester HE20-52 21/ 91/ 1 14" 90 20" 1-1/4"
Thrust Washer Phenolic HE20-72 251/ 101/ 13" 15 22" 22" 1-1/4"
Fasteners 300 Series 55T HE20-12 27-1/2"  11-3/4" 14-1/4" 15-3/4" n 26" 1-1/4"
Impeller Wear Ring 300 Series 5ST ::gg;? g;:/ 2: 1 9511 f;l:' "}32;: ¢ :z: gg?/ ;: §£ ”1’ :::
il gk s Cogs S HE25-12 29-3;:4" ||-3i'4" w1/ 18 28{: 27 2{
Spline Shaft 55T HEZ5-152  36-1/4" 15-1/4" 17-3/4" 1" 31/ 29 2"
Electrical Protection Built-in Overload and Surge Arrestor HE35-12 26-1/4"  11-3/4" 14-1/4" 14-1/2"  24-1/2" 27" o
Third Party Listings CSA HE35-152 33-3/4"  15-1/4" 17-3/4" 18-1/2" k7 0" 2"
Replaceable Motor 14-3 Jucketed Type SJOW-A HES0-152 L o VE S VA VL 1 R S VL 4
Leal Wte Assaulbly A Facopetzad DuATme 45 b o i i i, DT o e % OV
Windings Hermetically level adjustable. We reserve the right to make revisions to our product and their specifications
Motor Mounting NEMA without notice.
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