9SC SERIES - 4/10 P

Sewage and effluent wastewater transfer, dewatering

FEATURES

® Permanent Split Capacitor (PSC)

= Energy-saving low amp draw

= Designed for continuous duty

= 2" ENPT (51 mm) discharge

= Handles solids up to 2" (51 mm) diameter

® Multiple switch options for automatic operation
® 140 °F (60 °C) liquid temperature rating
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SERIES SPECIFICATIONS

9SC-CIA-RF

LittleIANT

9SC-CIA-SFS

‘ Hz ‘ Amps Watts Max. Water Temp. %{mm
140 °F (60 °C) 100/379 80/303 60/227 87 (0.60)
Item No. \ Model \ \ Volts \ Discharge \ Switch Type / Operation \ On Level Off Level \ Cord \ Weight
500411 | 9SC-CA-SFS | 4/10 115 2 Integral Snap-ActionFloat | e Tl | S A | e
50042 | 9SC-CA-RF | 4/10 115 2 Pigoyback Mechanical Float |, 16738 90 an | B
509413 95C-CIM 4/10 115 D Manual - - eﬁor'n 1366;?(;




9SC SERIES - 4/10 HP

ENGINEERING DATA
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Model | A \ B \ C
9SC-CIA-SES | 144"(366mm) | 107'273mm) | 86" (219 mm)
9SCCIA-RF | 136"(346mm) | 10.4"(264mm) | 86" (219 mm)
9SC-CIM 136'(G46mm) | 104'@64mm) | 86" (219 mm)
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SEWAGE PUMPS

CONSTRUCTION

Epoxy-coated cast iron/

Cover *Thermoplastic
Motor Housing Epoxy-coated cast iron
Impeller Material Nylon
Impeller Type Vortex
Volute Epoxy-coated cast iron
Mechanical Shaft Seal ;\lalégée with carbon and ceramic
Fasteners Stainless steel
Shaft Steel
q Upper sintered sleeve and lower
Bearings ball bearings
Power Cord SJTW **SJTOW
*On SFS models

** 0n 30" 9SC-CIA-RF and 9SC-CIM models
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